
The new VA-450
compact all-inclusive
Voice Alarm System:

elektronik agswiss made

• Fully self-monitored

• Evacuation messages

• PA announcements

• Background music

Fully complies with EN 60849/BS 5839!
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Reliable...

Monitored Fireman’s Microphone
The fireman’s microphone, which is used to broadcast life-saving 
instructions in an emergency, is permanently monitored. A fault on the
microphone capsule or on the microphone line will immediately signal 
a fault indication.

Built-in  MP3 m
audio signals – 
CD quality
The integrated MP3 module can
up to 8 user-defined MP3 audio
are close to CD quality, with a to
Evacuate, alert and all clear me
and siren signals, may be creat
ded to the system. The messag
front mounted push-buttons wi
external volt-free contacts. 

2 monitored inputs for
trigger of evacuation
and alert message
These 2 volt-free inputs, e.g. coming from a fire detection
system or from external push-buttons, are used to trigger
the evacuation and alert message into all zones. These
lines are also monitored and a break or a short circuit of
the lines will immediately signal a fault indication.  

Integrated and monito-
red battery backup
The integrated maintenance-free 12 V high-power battery
supports uninterrupted operation of the voice alarm 
system for 30 minutes. The integrated and intelligent 
battery charger is also monitored 
and can detect a faulty battery by 
means of the charging current.
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Fireman’s Microphone

Digital mic. console APS-305
for zone call / all call

Music Input

Audio Input 0,3 -100 V
from external system

External trigger for evacuation message

External trigger for alert message
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Loudspeaker
line monitoring
All loudspeaker lines are continuously monitored. 
The monitoring is based upon impedance measurement
of loudspeaker lines. This method ensures that a faulty
loudspeaker can be detected as well as a fault on the
loudspeaker line. Maintenance costs are significantly
less than those associated DC monitored systems 
wherein block capacitors require replacement every 
few years.

Built-in stand-by amplifier
The functioning of the 3 x 150 watts amplifiers is monitored by an output 
level measurement. If an amplifier fails, the system automatically switches
the loudspeaker line to the fully independent stand-by amplifier without any
loss of function and identifies the faulty amplifier.

Please leave

the building

immediately !!!
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3 fully independent 
amplifiers of 150 watts
each

Zone 1
(adjustable)

Zone 2
(adjustable)

Direct output

Zone 3
(adjustable)

Zone 4
(adjustable)

Direct output
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ext. volume control
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Fault logging
The system can store up to 99 fault messages indicating
date and time of occurrence in a non- volatile EEPROM.
The data is therefore secure and retained during a total
power breakdown. 




